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§354.224

through an air gap into the sewer sys-
tem. All new installations, and all re-
placements, or refrigerators equipped
with drains shall meet these require-
ments.

§354.224 Water supply.

The water supply shall be ample,
clean, and potable with adequate facili-
ties for its distribution in the plant
and its protection against contamina-
tion and pollution.

(a) Hot water at a temperature not
less than 180 °F. shall be available for
sanitation purposes.

(b) Hose connections with steam and
water mixing valves or hot water hose
connections shall be provided at con-
venient locations throughout the plant
for cleaning purposes.

(¢c) The refuse rooms shall be pro-
vided with adequate facilities for wash-
ing refuse cans and other equipment in
the rooms; the rooms, cans, and equip-
ment shall be cleaned after each day’s
use.

§354.225 Lavatory accommodations.

Modern lavatory accommodations
and properly located facilities for
cleaning utensils and hands shall be
provided.

(a) Adequate lavatory and toilet ac-
commodations, including, but not
being limited to, running hot water
and cold water, soap, and towels, shall
be provided. Such accommodations
shall be in or near toilet and locker
rooms and also at such other places in
the plant as may be essential to the
cleanliness of all personnel handling
products.

(b) Sufficient metal containers shall
be provided for used towels and other
wastes.

(c) An adequate number of hand
washing facilities serving areas where
dressed rabbits and edible products are
prepared shall be operated by other
than hand-operated controls, or shall
be of a continuous flow type which pro-
vides an adequate flow of water for
washing hands.

(d) Durable signs shall be posted con-
spicuously in each toilet room and
locker room directing employees to
wash their hands before returning to
work.
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(e) Toilet facilities shall be provided
according to the following formula:

Toilet
Persons of same sex bowls re-
quired

1
2

1 to 15, inclusive ....
16 to 35, inclusive ..

36 to 55, inclusive .. 13
56 to 80, inclusive 14
For each additional 30 persons in excess of 80 ... 11

1Urinals may be substituted for toilet bowls but only to the
extent of ¥ of the total number of bowls stated.

§354.226 Lighting and ventilation.

There shall be ample light, either
natural or artificial or both, of good
quality and well distributed, and suffi-
cient ventilation for all rooms and
compartments to insure sanitary con-
ditions.

(a) All rooms in which rabbits are
killed, eviscerated, or otherwise proc-
essed shall have at least 30 foot candles
of light intensity on all working sur-
faces except that at the inspection sta-
tions such light intensity shall be of 50
foot candles. In all other rooms, there
shall be provided at least 5 foot candles
of light intensity when measured at
distance of 30 inches from the floor.

(b) All rooms shall be adequately
ventilated to eliminate objectionable
odors and minimize moisture condensa-
tion.

EQUIPMENT AND UTENSILS

§354.230 Equipment and utensils.

Equipment and utensils used for the
preparation, processing, or other han-
dling of any product in the plant shall
be suitable for the purpose intended
and shall be of such material and con-
struction as will facilitate their thor-
ough cleaning and insure cleanliness in
the preparation and handling of prod-
ucts.

(a) Live rabbit holding pens shall be
so constructed as to allow satisfactory
ante-mortem examination and to per-
mit proper cleaning.

(b) Metal refuse containers shall be
provided, and such containers shall be
kept covered.

(c) Insofar as it is practical, equip-
ment and utensils shall be made of
metal or other impervious material.

402



		Superintendent of Documents
	2014-03-18T11:36:20-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




